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A1.1 Laster 

Laster på Padeltennis baner er udelukkende vind og personlast. 

Der haves hegnstolper placeret for hver 2 meter. 

 

Peakhasthedstryk qp(z) = 0,20kN/m² 

 

Formfaktor for et hegn C=0,8+0,7 = 1,5 

Vindlasten er qk,max =1,5*0,20kN/m2 = 0,30 kN/m²         (qd= 1,5*0,3 = 0,45)              

 

N.B.   

Der er ikke taget stilling til øvrige formfaktorer og ej heller terrænkategorier og terrænets 

orografi m.m 

 

Iht. Bilag haves der hegn: 

A. bestående af glas  

B. hegn som er trådhegn med relativ stor åbningsareal. 

 

Tilfælde A 

Der regnes med vind og Personlast Q=2,0kN på glaspladerne, hvorved der haves følgende 

statiske modeller for stolperne X og Y (se bilag B) 

 

 
 

Tilfælde B 

Der regnes forsigtigt med en åbningsfaktor på 50%, hvorved vinden reduceres til det halve. 

Der regnes ligeledes med Personlast Q = 2,0kN. 
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A1.2 Eftervisning af stolper 80*80*2 samt fodplade 

Snitkræfterne for stolperne ved X, Z og øvrige bestemmes herunder 

 

Stolpe X: 

Vd(vind)  = 2*3*0,45  =2,7kN (dim. Givende) 

Vd(person) = 1,5*2,0 =3,0kN 

 

Nd ~0kN 

 

Md(vind) = 2*3*0,45*3/2 =4,05kNm(dim. Givende) 

Md(person) = 1*1,5*2  =3,0kNm 

 

Stolpe Z: 

Vd(vind)  = 2*2*0,45   =1,8kN  

Vd(person) = 1,5*2,0  =3,0kN (dim. Givende) 

 

Nd ~0kN 

 

Md(vind) = 2*2*0,45*2/2 =1,8kNm 

Md(person) = 1*1,5*2  =3,0kNm(dim. Givende) 

 

Stolpe øvrige: 

Vd(vind)  = 2*3*0,45*0,5  =1,35kN  

Vd(person) = 1,5*2,0  =3,0kN (dim. Givende) 

 

Nd ~0kN 

 

Md(vind) = 2*3*0,45*0,5*3/2 =2,0kNm 

Md(person) = 1*1,5*2  =3,0kNm(dim. Givende) 

 

Stolperne dimensioneres for Md=4,05kNm 

 

Tværsnitskonstanter iht. Efterfølgende side 
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W(aktuelt) = 4,05*106/213 = 19,0*106mm3 < Wpl =20,5*106mm3 OK! 

 

Vinduesrammen kan ikke bidrage til optagelse af momentet ved fodpladen. Rammen vurderes 

heller ikke at kunne bidrage til søjlens stivhed idet rammen kun er fastgjort via nogle små (ikke 

momentstive) beslag.  
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A1.3 Fodplade 

Fodplade iht. Bilag B 

 

 

 
 

 

M=5,4kNm 

C=T= 4,05=0,18 = 22,5kN fordelt i 2 bolte 

Der benyttes 2+2 stk M16 HSA ankre 
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Operating temperature
-40ºC  + 45ºC

PADEL CLUB 150W

IK08IP65

CHIP DRIVER
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TECHNICAL FEATURES
Electrical power output
150 W

Supply voltage · Frequency
220 - 240 V · 50/60 Hz

Real luminous efficiency
130 Lm/W

Real flux
19.500 Lm

Colour temperature
5.000 K

Gross Weight / Net Weight
5,5 Kg. / 5Kg.

Certificates

Size

Components

An ultra-slim industrial LED projector for both outdoor and indoor 
installations. Manufactured with cold-forged aluminium casing and 
glass plate to guarantee optimal heat dissipation.

It includes a TUREFULL driver and a 130 Lm/W PHILIPS LUXEON 3030 
2D chip, providing 19.500 lumens of real luminous flux, with a useful 
life of 35.000 hours and has a 3-year guarantee. It is designed for 
illuminating sports facilities, car parks, interiors and exteriors of 
industrial premises, large work areas, etc.

Complies with the UNE-EN 12193: 2009 standard for lighting sports 
facilities, according to:

* 8 projectors: Class II exterior // Class III interior

REV. 10/03/2019 Any reproduction, both partial and total, including any form of transmission of the information contained in the document, must be previously authorized by JUBO PADEL.
JUBO PADEL reserves the right to alter producer specifications in order to improve the system in accordance with standard standards.

www.jubo-padel.com
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24/03/2017

Mondo keeps the right to modify the characteristics of the products in any moment

www.mondoworldwide.com

  

MONDOTURF NSF MONOFIBRE STX 90 12 A PADEL

Latest generation artificial turf, manufactured with the TUFTING system. It has a gauge of 3/16" with 26
tufts/dm, resulting in 54.600 tufts/m². The STx available in different colors turf filament has a height of 12
mm and 9.000 Dtex.

The filaments that make up the STx system are equipped with a semi-concave and texturized structure in
MONOFILAMENT with 250 m thickness, lubricated with very low levels of abrasion. The filaments areµ

made from polyethylene (PE) with specific additives that are characterized by high resistance to UV rays,
to heat, to cold temperatures and extreme climatic variations.

The STx filaments are connected to the backing thanks to the TUFTING system. The backing is made with
double layer of polipropliene with a weight of 215 g/m². A peculiar characteristic of this support is the
exceptional dimensional stability. After the process described above, approximately 600 g/m² of
polyurethane are incorporated into the product via the finishing line. This operation fixes the filaments to
the backing, obtaining a tear resistance of between 30 - 50 N. The total weight of the finished product is
approximately 2.319 g/m² with a maximum roll width of 4 meters.

The lower layer is achieved during installation through a ballasting process made with rounded, washed
and dried quartz sand granules. The sand has a 97% silicon content with a particle size between 0,3 - 0,8 mm, and is applied at a ratio of 15 Kg/m².

The MONDOTURF range of artificial grass systems has been developed to ensure excellent sporting and technical capabilities. The MONDOTURF
artificial grass surface is installed on a level and evenly compacted surface. The laying and union of the rolls is made with polyurethane bi-component
adhesive spread on the geotextile joints. The line marking for play are made with the same material.

The system of artificial grass surfaces is manufactured in accordance with the UNE EN ISO 9001 quality management systems in regards to the
design, development, production, marketing, installation and maintenance of the artificial grass surface. It was developed according to the I+D+i
management system in accordance with the UNE 166002 standard relating to the research, development and innovation of textile technologies for
artificial grass surfaces and synthetic fibre materials. Furthermore, it is manufactured in accordance with the UNE EN ISO 14001 quality and
environmental management systems regarding the design, development, production, marketing, installation and maintenance of the artificial grass
surface.

 

Carpet composition Carpet Properties
       

Yarn type: Monofibre STX (6 filaments) Yarn dtex: 9.000 Dtex (± 10%)

Yarn Composition: 100% POLYETHYLENE Yarn Thickness: 250 mµ    (± 10%)

Color: Green, Blue, Orange, Purple Yarn Height: 12 mm (± 5%)

Backing type: 2 layers / 215 g/m² Sitches per linear dm: 26 tufts/dm

Backing Composition: PP / PP Stitches m²: 54.600 tufts/m² (± 10%)

Covering type: Polyurethane (PU) Number of filaments/m²: 655.200

Tufting Process: Line Tufting Water Permeability: ≥ 500 mm/h

Gauge: 3/16" Maximum roll size: 25 x 4 m

Carpet Weights Recommended Infills
       

Yarn Weight: 1.504 g/m² (± 10%) Stabilizing Infill: Quartz sand, rounded, washed and dried

Backing Weight: 215 g/m² (± 5%) Article size (range): 0,3 - 0,8 mm

Coating weight: 600 g/m² Quantity: 15 Kg/m²

Total weight: 2.319 g/m² (±10%)    
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1-. PRODUCTION PROCESS: 

 

The outdoor extraction of the mine of 

wind-eroded dunes in Sanchonuño 

and an area surrounded by a pine 

grove (Segovia). It is washed under 

natural water with no chemical 

additives for his later classification 

with moisture contact, it is dried in a 

biomass oven and is dry calibrated. 

Silage process of the dried sand. It is a 

chemical additive-free product so we 

could say that it is an environmental 

silica sand. Furthermore, the product 

remains unchanged; it is only 

classified by dimensions. 

2.- DETERMINATION OF PARTICLE SIZE DISTRIBUTION: 

  

3.- OTHER DATA: 

• SiO2: varies from 91% to 97%, depending on the area of the deposit. 

• Uniformity coefficient: 1,61. 

• The dry sand has a moisture content of 0% and the drained sand is around 4%. 

• Bulk density: 1500Kg/m3 a 1623Kg/m3. 

• Regular uses: sport fields, synthetic turf fields, sandblasting, filtration, fluid bed and 

gardening work.  

 

 

 

Siering UNE 

(mm.)
Sifting (%)

Unfiltered 

(%)

0,63 100,00 0

0,5 94,00 6

0,32 28,00 72

0,25 7,00 93

0,2 0,00 100

UNE-EN 933-1

Rounded grain due to the genesis of the mine 

*The data have been provided in the sampling done according to the quality regulations of Sílices de 

Segovia S.L., for further analysis in certified laboratories. 

DO NOT HANDLE THIS PRODUCT UNTIL THE SAFETY DATA SHEET HAVE BEEN READ 

Updated in Sanchonuño in February 18, 2019 

 

 

 

 

Cesáreo Pascual 

Managing director 
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Highest Aesthetic Quality: Highly robust quality finishing of the structure: 

a) Metallic Mesh completely shaped and leveled with the glasses a) Metallic structure made of hot-galvanized steel

b) Uninterrupted metallic net between various metallic frames (injury prevention) b) 136 metallic anchors for heavy weights type M12 / Ø 16×100

c) “World Padel Tour” style open doors for a quick egress/ingress c) M10 screws made of stainless steel

d) Net posts matching metallic structure aesthetic d) The metallic meshes and the glasses supported around perimeter

e) Metallic aesthetic coverings at the corners e) Reinforced metallic pilars

f) Ventilation holes
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PADEL VISION 

Review. 27/04/17. Any reproduction, both partial and total, must be previously authorized by JUBO TENNIS, SL. 
JUBO TENNIS, SL reserves the right to alter product specifications in order to improve the system, 
Always complying with the current regulations. Page 2 of 3 

Technical description of the VISION structure 

- 16 frames measures 3 x 2 meters (high x wide) in the 16 central meters of each long side of the court, made with tube 40 x 40 x 2 mm,

including two extra tubes to reinforcement of the electro-welded wire mesh 48x48x4mm framed (4 adapted for 1995x1995 mm glasses

with reinforced tube of 80x40x2mm, 4 adapted for doors in L shape)

- 14 frames of 4 x 2 m in the 10 m (back and front, plus 2 adjacent meters of each side), made with tube of 40x40x2 mm, with 1x2 m of

electro-welded wire mesh 48x48x4mm framed in the upper side, interior is reinforced with tubes of 80X40X2 mm in order to support the

glass around its perimeter with the metal frames.,

- 20 Pillars: Hight 3 m, thickness 80x80x2mm with anchorage plates 26x16x1cm, each fixed to the ground with 4 M12/Ø16x100 metallic

expansive plugs for heavy weight. Placed every 2 meters behind the frames in order to reinforce and to align the metallic structure.

- 4 Pillars: Hight 3 m, thickness 80x80x2mm with anchorage plates 300x250x10mm and anchored to the foundation by 6 x M12/Ø16x100

expansive metal screws for heavy duty with a 80 cm top crossbar 40x40x2 mm thickness for floodlights installation, matching design with

metallic structure of the court.

- Metallic aesthetic coverings at the 4 corners pillars

- 2 “World Padel Tour” style opened doors for a quick egress/ingress without any barriers

- Net and posts competition set including:

a) Competition net and square pipe posts set with an interior and detachable tightening system. Made of hot galvanized stainless steel

lacquered, matching the metallic structure.

b) Competition net of 3 mm braided nylon yarn with 43x43 mm mesh. Tightening wire of galvanized stainless Steel Ø .6 mm with a plastic

cover. Top padel band of high tenacity polyester.

- All screws and fittings made of stainless Steel (M10), Glass protection nuts of nylon UVR resistant.

- The complete metallic structure is made of hot pre-galvanized Z275 stain steel. We designed and produced all the pieces taking

considering every detail, we give a electro-welded treatment to every joint, afterwards every point is washed and painted with zinc before

the lacquering process in 9 steps: (1) Degreasing, (2, 3 and 4) triple wash with osmotic water, (5) nanoceramic passivated, (6) another

wash, (7) dried, (8) application of electrostatic covering with hot polyester painting (customized color) and (9) 200-230ºC degrees hot

polymerization.

Technical description of Thermally Toughened Soda Lime Silicate Safety Glass (Tempered Glass). 

Supply of 14 glasses of 2.995x1.995mm + 4 glasses of 1.995x1.995mm (with 6 and 4 countersunk holes respectively), totaling 100m2 of 

10mm tempered glass homologated, with optimum flatness and flat polished edge. 

Including the supply of all accessories: rubber gasket EPDM, stainless steel screws, etc. 

System installation:  The glass is supported around its perimeter on metal frames, previously protected with rubber gaskets EPDM highest 

quality. Glasses resting on the anchor plates of the metal structure (pillars) 15mm above the floor to facilitate drainage. Anchor tempered 

glass with stainless steel screws metric M10 with nylon countersunk insulation sleeve. 

Our Thermally Toughened glass is manufactured in Spain, under the highest quality standards. Heat-treatment procedure is the most 

often used glass strengthening method for building glasses. Two different types of so-called pre-stressed glasses are produced with the 

heat strengthening method: tempered and heat strengthened glasses. Tempered glass can be considered as safety glass owing to the 

fracture pattern with tiny blunt edged fragments. Heat or chemically strengthened glasses cannot be considered as safety glass owing to 

the fracture pattern (fractures in shards), unless they are laminated.  
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PADEL VISION 
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150W 200W 

Technical description of CÉSPED ARTIFICIAL MONDO STX 

MONDO - Monofibre STX - PADEL TURF. Monofilament highest quality in green colour, kit for padel court 20x10m.: 

Artificial turf 12 mm high, monofilament thread of 250 micron thickness, fibre made of polyethylene resistant to UV rays. Insertion 6 

monofilament fibres STX type per knot, and 54.600 knots per m2 (in the aggregate 655.200 m2), 9.000 Dtex, with fibre weight of 

1.504gr/m2. The support base is finished with polyurethane, ensuring better long-term finish and very easy installation. Total weight of 

2.319 gr/m2. 

Supply of game lines in the same material, grass joining tape, special adhesives and selected rounded silica sand (15 kg/m2). ITF 4. 

APPROVED BY FEP (Spanish Padel Federation). Official turf of WORLD PADEL TOUR  

Technical description of LED LIGHTING 

LED floodlight SMD type of 150W or 200W power with high brightness. Made in Spain with the most efficient, safe and advanced 

technology  

CUSTOMIZE YOUR PADEL COURT 

a) Metal structure color: choose any RAL chart color (usually green RAL6005 or blue RAL5017)

b) Extra zinc application: for areas with extremely humid or corrosive environments or climates

c) Without doors or with doors (folding doors or sliding doors): always with free access in the center of the court, without barriers

d) Laser engraving in the corners of the metal structure: customize the court with the mark or name you want.

e) Type and color of grass: top quality Mondo STX turf and color to choose from, or STX SUPERCOURT + SHOCKPAD

f) LED Lighting: choose quantity and power of LED floodlight, for private, commercial or competition use.

g) Protections in accesses: quilted covers in the net posts and in the access doors, with advertising accommodation

h) Nets save balls: avoid losing balls by installing protective nets at the top of the enclosure

* RECOMMENDATION OF USE

Regional and local competitions, high level training = 8 Units x 150W 

Training, school and recreational sports = 4 Units x 200W. 

National and international competitions = 8 Units x 200W 
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Hej Birgit 

Du meddeles hermed fuldmagt til at kunne søge en byggetilladelse på kommunalt areal - Aale Bygade 36a, Aale. 

Med venlig hilsen 

Jonna Møller  
Seniorkonsulent 

Plan og Udvikling 
Niels Espes Vej 8, 8722 Hedensted 
Jonna, Moller@Hedensted,dk 

www,hedensted.dk 
M:+4523246347 
D:+4579755620 
T:79755000 

mmam i i c o c n s t c d  
K O M M U N E  
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Proyecto elaborado por:
DEP. TECNICO

JUBBO TENNIS S.L

C/ VINATERS Nº11 ALICANTE
jubbo@jubo-tennis.com

Fecha:
28/08/2019

PISTA DE PADEL CLASE III - PADEL CLUB

12193 - UNE -EN
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PISTA DE PADEL CLASE III - PADEL CLUB

Terreno 1 (59)

PISTA DE PADEL CLASE III - PADEL CLUB 28/08/2019

PISTA DE PADEL CLASE III - PADEL CLUB / Vistas

Página 3SamlePDF - side 19 af 41



Terreno 1 (61)

PISTA DE PADEL CLASE III - PADEL CLUB 28/08/2019

PISTA DE PADEL CLASE III - PADEL CLUB / Vistas
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Terreno 1

ILUMIA LIGHTING COMPANY PR-PC15007 PROYECTOR PADEL CLUB 150 W 

N° X [m] Y [m] Altura de montaje [m] Rotación de carcasa [°] Factor de degradación

1 4.500 10.000 6.100 180.0 0.85
2 3.830 10.000 6.100 180.0 0.85
3 16.370 10.000 6.100 180.0 0.85
4 15.700 10.000 6.100 180.0 0.85
5 15.700 0.200 6.100 0.0 0.85
6 16.370 0.200 6.100 0.0 0.85
7 3.830 0.200 6.100 0.0 0.85
8 4.500 0.200 6.100 0.0 0.85

PISTA DE PADEL CLASE III - PADEL CLUB 28/08/2019

Terreno 1 / Plano de situación de luminarias
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Terreno 1
Número de
unidades

Luminaria (Emisión de luz)

8 ILUMIA LIGHTING COMPANY - PR-PC100507 
PROYECTOR PADEL CLUB 150W
Emisión de luz 1
Lámpara: 1xPR-PC150507
Grado de eficacia de funcionamiento: 99.88%
Flujo luminoso de lámparas: 19500 lm
Flujo luminoso de las luminarias: 19476 lm 
Potencia: 150.0 W
Rendimiento lumínico: 129.8 lm/W

Indicaciones colorimétricas
1xPR-PC150507: CCT 5470 K, CRI 86

Flujo luminoso total de lámparas: 156000 lm, Flujo luminoso total de luminarias: 155808 lm, Potencia total: 1200.0 W, Rendimiento lumínico: 129.8
lm/W

PISTA DE PADEL CLASE III - PADEL CLUB 28/08/2019

Terreno 1 / Lista de luminarias
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PISTA / Intensidad lumínica perpendicular

Factor de degradación: 0.85

PISTA: Intensidad lumínica perpendicular (Trama)
Escena de luz: Escena de luz 1
Media: 319 lx, Min: 228 lx, Max: 410 lx, Mín./medio: 0.71, Mín./máx.: 0.56
Altura: 0.100 m

Isolíneas [lx]

Escala: 1 : 200

PISTA DE PADEL CLASE III - PADEL CLUB 28/08/2019

Terreno 1 / PISTA / Intensidad lumínica perpendicular
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Colores falsos [lx]

Escala: 1 : 200

Sistema de valores [lx]

Escala: 1 : 200

Tabla de valores [lx]
m -3.858 -2.572 -1.286 0.000 1.286 2.572 3.858
8.775 301 291 287 275 286 294 301
7.312 377 356 332 318 335 353 381
5.850 409 384 358 338 359 383 408
4.387 390 367 342 332 350 370 383
2.925 316 314 309 301 309 319 318
1.462 253 259 265 265 265 260 253
0.000 228 241 247 245 248 241 231
-1.462 256 260 262 263 264 261 251
-2.925 320 315 306 307 310 313 317
-4.387 386 370 347 333 346 366 387
-5.850 407 388 353 346 358 384 410
-7.312 376 355 330 318 330 354 384
-8.775 299 294 281 276 284 293 301
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PISTA / GR

Factor de degradación: 0.85

PISTA: GR (Trama)
Escena de luz: Escena de luz 1
Máx. deslumbramiento a: 210°, Max: 26, Valor límite: ≤50, Área del ángulo visual: 0° - 360°, Amplitud de paso: 15°, Ángulo de inclinación: -2°, cálculo
exacto, Altura: 0.100 m
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Montagebetingelser og aflevering 
 

        A-SPORT A/S  -  KATKJÆRVEJ 8  -  DK 7800 SKIVE  -  TLF. 97 51 07 17  -  CVR. 26122589  -  A-SPORT@A-SPORT.DK  -  WWW.A-SPORT.DK 

 

 
 
A-Sport A/S, benævnt som A-Sport i følgende - 
Standard salgs- og leveringsbetinger for 
projektsalg. Medkontrahenten benævnes i det 
følgende som køber. 
 
1. Aftalegrundlaget 
• Uden anden skriftlig aftale, gælder 
nærværende betingelser. For forhold, der i 
forbindelse med leverancer og montagearbejde 
ikke er reguleret i disse standardbetingelser, 
gælder AB92 (Almindelige betingelser for 
arbejder og leverancer i bygge- og 
anlægsvirksomhed). 
• Køber sørger for, og er ansvarlig for, 
nødvendig godkendelse af projektet. 
• Tilbuddet er gældende i 8 uger, hvis ikke andet 
er anført. 
• En ordre fra køber er først bindende for A-
Sport, når den er skriftligt bekræftet i en 
ordrebekræftelse af A-Sport. 
• Har køber i forhandlingen med sælger, angivet 
særlige betingelser eller krav for aftalen, 
produkter og i andre henseender, kan disse ikke 
gøres gældende mod sælger, medmindre de er 
tillige særskilt anført i tilbud eller 
ordrebekræftelse. 
• A-Sport forholder sig ret til, at del-fakturere 
projekter, i så fald der er en naturlig opdeling i 
det udførte/leverede. 
• Alle aftaler, herunder ændringer, skal aftales 
skriftligt for at være gyldige. 
 
2. Arbejdets udførsel 
A-Sport påtager sig ansvaret for det i aftalen 
fastsatte leveringstidspunkt, hvilket aftales 
individuelt med køber. Der tages forbehold for 
vejrlig, samt uforudsete forsinkelser. 
Køber skal skriftligt godkende, den af A-Sports 
udarbejdede ordrebekræftelse, og evt. bilag 
som projekttegning og materialebeskrivelse. 
Godkendelsen gælder også projektets mål, 
bygningsmål, placering samt elmæssige forhold. 
Køber har ansvaret for at bygningsmålene 
overholdes. 
 
3. Montagebetingelser og aflevering 
For at aftalte pris gør sig gældende, er køber 
ansvarlig for, at følgende forudsætninger 
opfyldes: 
Generelle betingelser: 
• Montagen kan gennemføres uhindret i et 
stræk. Montagen godkendelse efterfølgende 
mellem køber og den pågældende 
salgskonsulent. 
• Montører og leverandører har adgang til 
byggeområdet i tidsrummet 07.00 - 22.00  
i hele montageperioden (inkl. evt. forsinkelse). 
• Montageområdet er helt fri for aktivitet mens 
arbejde udføres, samt ved evt. oplyste tidsrum 
mellem og efter montagen. 
• Montører og leverandører har adgang til 
toiletforhold og spiseplads. 
• Der er fri og uhindret tilkørsels- og 
adgangsforhold for materialer og materiel. 
• Køber modtager og opbevarer materialer 
inden montage. 
• Der ikke er uvedkommende materialer, 
konstruktioner og installationer i 
montageområdet.  
• Gulv og/eller terræn kan tåle nødvendige 
belastninger fra lift el. lign. 
• Konstruktion, væg, underlag m.v. kan bære 
materiel og materiale, som projektet 
forudsætter. I modsat fald har køber pligt til at 
udføre de nødvendige foranstaltninger, for at 
projektet kan bringes til udførelse, herunder 
f.eks. ved at udlægge køreplader, forstærke 
konstruktioner og vægge eller lignende. 
 
 

Jordarbejde, kunstgræs, gummibelægning og 
anden udendørs montage: 
• Montageområdet er ryddet og plant. 
• Der findes bærelag i max. 0,3 m dybde, og at 
der i øvrigt ikke er hindringer i jordbunden  
(ekstraordinær blød/hårde områder, store sten, 
kloaker, ledninger, rødder, vand m.v). 
• A-Sport bortskaffer ikke opgravet jord, fliser og 
asfalt. Det forudsættes at den opgravede jord, 
kan deponeres på matriklen. Skal opgravet jord 
mm. bortskaffes, skal det tydeligt fremgå af 
ordrebekræftelsen. 
• Det er købers forpligtelse at opstille evt. 
nødvendigt byggehegn. 
• Evt. behov for køreplader, er ikke inkluderet i 
ordren, medmindre det tydeligt fremgår af 
ordrebekræftelsen. 
• Udfører køber selv jordarbejdet, følges A-
Sports anvisninger. 
• Kunstgræs eller anden belægning, udlægges 
først efter evt. nedstøbning af bøsninger. 
• Al udendørs montage er vejrafhængig (der 
kræves som udgangspunkt stabile temperaturer 
på min. 10 grader). 
 
Gulvmontage: 
• Der er samme afstand fra fundament til 
overkant af gulv ved alle bøsninger.  
• Der er max. 20 cm fundament. 
• A-Sport tager forbehold for, at der ikke findes 
jern, metal og andet i fundament eller under 
dette, som ikke kan forceres med standard 
betonbor. 
• Må arbejdet indstilles grundet uforudsete 
udfordringer i fundament eller herunder, 
faktureres forbrugte timer og materialer. 
 
Aflevering: 
• A-Sport udfører alene grovrengøring i 
forbindelse med afleveringen. Det påhviler 
derfor køber, at foretage nødvendig rengøring 
efter aflevering og overdragelse af projektet. 
• A-Sport har ikke ansvaret for evt. eftermaling.  
• Køber sørger selv for bortskaffelse af affald, 
afskær og lign. 
 
Et projekt kan medføre individuelle behov og 
forudsætninger, disse vil fremgå af projektets 
beskrivelse og købers ordrebekræftelse. 
 
4. Ejendomsret 
A-Sport forbeholder sig ejendomsretten over 
salgsgenstanden, herunder materialer og 
materiel, indtil hele købesummen inklusiv 
renter, omkostninger mv. er betalt. Såfremt 
køber misligholder sin betalingsforpligtelse, er 
A-Sport berettiget til, at tilbagetage 
salgsgenstanden. 
A-Sport har ophavsretten til tegninger og 
designs, som ikke må videregives eller 
genanvendes uden forudgående accept fra A-
Sport. 
 
5. Mangelansvar 
Mangelafhjælpningsperiode på produktfejl og 
tilvirkningsarbejde er normalt på 2 år, regnet fra 
afleveringstidspunktet af projektet. 
Mangelafhjælpningen omfatter ikke almindelig 
slidtage, eller forhold der direkte eller indirekte 
skyldes forkert betjening og manglende 
vedligeholdelse. 
Mangelafhjælpning bortfalder under følgende 
forhold: 
• Ved indgriben i det udførte arbejde af andre 
end A-Sport - i form af såvel reparation og 
serviceeftersyn.  
 
 
 

• Utilsigtede brug eller misbrug (herunder 
gælder bl.a. brug i miljøer, hvortil det ikke er 
beregnet og fejlagtig anvendelse). 
• Hærværk. 
• Brand- og vandskade. 
• Ved manglende overholdelse af aftalte service 
og vedligeholdelseseftersyn. 
 
6. Rådgivning 
Såfremt A-Sport yder køber teknisk rådgivning, 
er denne bistand alene at betragte som 
værende vejledende.  
A-Sport påtager sig intet ansvar på baggrund 
heraf. Oplyste mål og tekniske specifikationer i 
brochurer, kataloger og andet materiale, er kun 
vejledende. 
 
7. Markedsføring 
A-Sport har ret til at tage billeder af projektet 
før, under og efter afleveringen, og anvende det 
til markedsføringsformål. 
A-Sport har ret til vederlagsfrit at opsætte 
reklameskilte (op til 0,5 x 1 meter). 
 
8. Tvister 
Alle uoverensstemmelser, der udspringer af 
aftalen mellem køber og A-Sport, herunder 
tvister om indgåelsen, forståelsen og 
gyldigheden af nærværende salgs- og 
leveringsbetingelser, skal afgøres af 
voldgiftsretten for bygge- og 
anlægsvirksomhed., hvis afgørelse er endelig. 
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